
PROPOSED ROADWAY WIDENING
WIDTH: 0' TO 3'

R.O.W. LINE FROM TOWN GIS (TYP.)

PROPOSED ROADWAY WIDENING
WIDTH: 0' TO 6'

PROPOSED TRAFFIC SIGNAL MAST ARM (TYP.)

CONSIDER REMOVING EXISTING RAISED
ISLAND TO BETTER ALIGN EASTBOUND
AND WESTBOUND LEFT TURN LANES

Project No:Date: Sheet of

INTERSECTION IMPROVEMENTS
MASS AVE AT WORTHEN RD

TRAFFIC SIGNAL
CONCEPT

Lane Group LOS
Delay

(s/veh.)

Average
Queue
(feet)

95th %
Queue
(feet)

NB L D 39.5 12 88

NB T/R C 20.5 53 197

SB L C 33.3 3 37

SB T/R C 32.9 121 617

EB L/T/R D 39.5 100 456

WB L E 78.7 164 729

WB T/R C 31.0 158 726

OVERALL D 36.1 - -

Lane Group LOS
Delay

(s/veh.)

Average
Queue
(feet)

95th %
Queue
(feet)

NB L D 46.8 9 92

NB T/R D 36.7 367 697

SB L E 56.9 6 81

SB T/R C 30.2 95 513

EB L/T/R F 133.0 1,178 2,036

WB L D 49.5 58 280

WB T/R B 19.9 47 277

OVERALL E 55.4 - -

EXISTING CONDITIONS
(Traffic Signal Control)
AM PEAK HOUR

EXISTING CONDITIONS
(Traffic Signal Control)
PM PEAK HOUR

TRAFFIC SIGNAL CONCEPT
AM PEAK HOUR

TRAFFIC SIGNAL CONCEPT
PM PEAK HOUR

MASSACHUSETTS AVENUE

MASSACHUSETTS AVENUE
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Lane Group LOS Delay (s/veh.) Average
Queue (feet)

95th %
Queue (feet)

NB L E 72 47 391

NB T C 26 60 195

NB R A 6 1 51

SB L D 43 7 116

SB T/R C 33 132 663

EB L D 37 11 83

EB T/R C 33 73 362

WB L C 33 40 263

WB T/R C 23 65 418

OVERALL C 30 - -

Lane Group LOS Delay (s/veh.) Average
Queue (feet)

95th %
Queue (feet)

NB L E 60 19 209

NB T D 40 259 579

NB R B 13 4 118

SB L F 97 21 274

SB T/R E 65 278 990

EB L E 61 37 166

EB T/R E 61 233 860

WB L D 48 50 241

WB T/R C 25 48 307

OVERALL D 48 - -


